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How to change the core switch
configuration

Overview
8 Steps to configure your network switch Follow these simple best practices to set up
a new network switch. Still fuzzy?

 Just like riding a bicycle, nobody.

Key Takeaways
Configuring a core switch involves initial setup, VLAN creation, management access,
security settings, and optional advanced features like NetFlow. Step 1: Physical Setup
and Console AccessVerify the switch hardware and cables for damage and power it
on, ensuring all indicator lights function correctly. Connect to the switch using a
console cable and terminal software like PuTTY, selecting a 9600 baud serial
connection.

Step 2: Enter Privileged EXEC and Global Configuration ModeAt the prompt, type
enable to enter Privileged EXEC mode (Switch#). Enter Global Configuration mode
with configure terminal to start configuring system-wide settings. Step 3: Set
Hostname and Domain NameAssign a hostname to identify the switch in the network:
hostname CoreSwitch1.

Configure a domain name if needed for SSH: ip domain-name example.com. Step 4:
Configure Passwords and Access ControlSet a strong enable password: enable secret
YourStrongPassword. Configure console and VTY (Telnet/SSH) line passwords:
CodeCopyline console 0password YourConsolePasswordloginexitline vty 0 4password
YourVTYPasswordlogintransport input sshexit Optionally, configure local AAA
authentication for centralized access control.
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Step 5: Assign Management IP AddressAssign an IP address to the management VLAN
(usually VLAN 1 or a dedicated management VLAN): CodeCopyinterface vlan 1ip
address 192. 168. 1.

10 255. 255. 255.

0no shutdownexit Set a default gateway for remote management: ip default-gateway
192. 168. 1.

1. Step 6: Configure VLANs and Port AssignmentsCreate VLANs as needed: vlan 10
and vlan 20, then name them appropriately. Assign interfaces to VLANs:
CodeCopyinterface gigabitEthernet0/1switchport mode accessswitchport access vlan
10exitinterface gigabitEthernet0/24switchport mode trunkswitchport trunk allowed
vlan 10,20exit Verify VLANs with show vlan brief.

Step 7: Disable Unused PortsShut down unused interfaces to enhance security:
CodeCopyinterface range gigabitEthernet0/2-23shutdownexit Step 8: Enable Optional
FeaturesConfigure NetFlow or other monitoring tools for traffic analysis. Enable
Spanning Tree Protocol (STP) to prevent loops if multiple switches are connected.
Configure port security and access control lists (ACLs) as needed.

Step 9: Save ConfigurationSave the running configuration to startup configuration to
ensure persistence after reboot: CodeCopywrite memory orCodeCopycopy running-
config startup-config Step 10: VerificationUse commands like show running-config,
show vlan brief, show ip interface brief, and ping to verify connectivity and correct
configuration. Following these steps ensures that your core switch is secure,
manageable, and ready for integration into your network infrastructure.

Article Content

8 Steps to configure your network switch

Follow these simple best practices to set up a new network switch. Still fuzzy? Just
like riding a bicycle, nobody''s born knowing how to setup a network switch. And this
process is a little more advanced

Best way to replace a core swicth with minimal down time

As this is a replacement upgrade, both switches which are core switches will have the
same IP addresses configured on them. So far I have two options that come to mind
and would like

How to Configure a Cisco Switch (step by step)

In this scenario, IP addresses of the interfaces connecting the core switch to the
BRASs and firewalls and OSPF need to be configured on the core switch, so as to
implement connectivity
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How to Configure a Cisco Switch in 10 Steps

Configuring a Cisco switch properly means your network can make connections
efficiently. In this step-by-step guide, we walk you through configuring Cisco switches
and look at some FAQs.

Creating a Base Configuration for a Cisco IOS Switch: A Step-by-Step

When you deploy a new switch, it''s important to configure it properly to ensure
optimal performance, security, and functionality. This guide will walk you through the
essential steps for setting up a base

Basic Switch Configuration in Cisco

The switch is a network device that is used to segment the networks into different
subnetworks called subnets or LAN segments. It is responsible for filtering and
forwarding the

Basic Cisco Switch Configuration Example in 10 Steps

Unlike other lower class switch vendors (which are plug-and-play), the Cisco switch
needs some initial basic configuration in order to enable management, security and
some other important features.

SME Network Solution Typical Configuration Examples

"Gateway + Core Switch + Aggregation Switch + Access Switch + WAC + AP"
Networking: Local Entire Network Deployment (EasyWeb) "Gateway + Core Switch +
Aggregation Switch + Access Switch +

Demo Kit

Explore SAPUI5 SDK Demo Kit for comprehensive tools, documentation, and
interactive demos to develop responsive web applications with SAP''s UI framework.

MUI: The React component library you always wanted

MUI provides a simple, customizable, and accessible library of React components.
Follow your own design system, or start with Material Design.

How to Fix a 500 Internal Server Error

Step 5: Switch to a Default Theme Activate a default theme (e.g., “Twenty Twenty”).
If admin is inaccessible, rename your active theme''s folder. Step 6: Re-upload Core
WordPress Files

Basic editing
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Basic editing Visual Studio Code is an editor first and foremost, and includes the
features you need for highly productive source code editing. This topic takes you
through the basics of the editor and helps

Rick Astley

The official video for “Never Gonna Give You Up” by Rick Astley. Never: The
Autobiography �� OUT NOW! Follow this link to get your copy and listen to Rick''s ...

OneUptime | The Open-Source Observability Platform

Catch outages in seconds, page the right engineer, and keep customers in the loop —
one open-source platform that replaces your monitoring, incident management, and
status page stack.

headTitleNoCommunity

Learn about 77 new offers that went live in Microsoft Marketplace, a single
destination to find, try, and buy cloud solutions, AI apps, and agents to meet...

Configure Startup applications in Windows | Microsoft Support

If the app that you want to configure isn''t listed in the startup list, you can configure
its startup from File Explorer. Configure startup applications from File Explorer For
applications that aren''t registered in

Change the desktop background in Windows | Microsoft Support

Change your background In Windows Settings, select Personalization or use the
following shortcut: Personalization Tip You can also right-click on the desktop and
select Personalize

Cisco L3 Core Switch IP Address | Cisco Switch basic Configuration ...

Cisco Switch basic Configuration | Cisco Switch Configuration Step by Step Please
watch: "Use Pen Drive as RAM" • Use Pen Drive As A Ram in Hindi | How to u... -~- Hi
guys, I am Sunil kumar ...

Related Video Reference

This video was associated with the source search result. Verify technical details
against current product documentation and project requirements.
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Contact Us

Continue your research online:

Website: https://bagyou.es
Technical inquiry: https://bagyou.es/project-enquiry.html

This document is for preliminary research. Verify specifications against current
standards, product documentation and project requirements.
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